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How To 
Prevent Odour /
Insects Entering

From Below 
The Floor Drain

BEFORE

after

Installation

Installation

  Clockwise

  To Lock

*Actual Product May Vary From The Photo.   *Terms and conditions apply.   *2 Years Warranty On Magdrain Magnetic Levitation Valve.
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Levitation Valve Floor Trap

BENEFITS

MAGNETIC
LEVITATION
VALVE
TECHNOLOGY

MAGDRAIN FLOOR TRAP

• Odour,

• Ponding,

• Insects,

• Back Flow,

• Water Seal Is Required,

• *Hacking Works Is Required, &NO
High Flow Rate • UP To 36 L/min Flow Rate.

EU CE Certification • ISO9000-2015 Quality System Certification • International Patented



MAGdrain rotary drainage technology 
design is capable of self cleaning and as 
it spins, it causes a syphonic action that 
increases the discharge.
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ACCESSORIES / FITTINGS

MD20000
Material : ABS
Finishing : Porcelain White

MDF01Q50-Q
Size : 100x100mm
Material : Brass
Finishing : Polished Bronze
Valve : Q50 Valve
Sieve : Stainless

Steel 304  

MDF01Q50-N
Size : 100x100mm
Material : Brass
Finishing : Brushed Nickel
Valve : Q50 Valve
Sieve : Stainless

Steel 304 

MDF01Q50-O
Size)  : 100 x 100mm
Material : Brass
Finishing : Matt Black
Valve : Q50 Valve
Sieve : Stainless Steel

Steel 304

TORNADO SELF
CLEANING 
TECHNOLOGY 

 Magnetic
Levitation Valve

Fast
Discharge

Odour 
Prevention

FUNCTIONS

MDSEA001Q50-21(2.0)
Size : 100 x100mm
Thickness : a=2mm 
Material : Stainless

  Steel 304
Finishing : Brushed
Valve : Q50 Valve
Sieve : Stainless

  Steel 304
Inner Depth : b=21mmSP

H
ER

E

MDP06Q50-B
Size : 100 x100mm
Thickness : 1.8mm 
Material : Stainless Steel 304
Finishing : Brushed
Valve : Q50 Valve
Sieve : Stainless Steel 304

MDJX55x600Q50-B
Size : 55 x 600mm
Thickness : b=1.8 mm 
Material : Stainless Steel 304 
Finishing : Brushed
Valve : Q50 Valve
Sieve : Stainless Steel 304 
Inner Depth : b=21mm 

MDJX55x1200Q50-B
Size : 55 x1200mm
Thickness : a=1.8 mm 
Material : Stainless Steel 304
Finishing : Brushed
Valve : Q50 Valve
Sieve : Stainless Steel 304 
Inner Depth : b=21mm 

MD10001
Material : ABS
Finishing : Porcelain White
*Branch out Fitting

MD10002-2
Material : ABS & Rubber
Finishing : Porcelain White
*Connector Fitting

SIGNATURE
MDF01Q50-G
Size(mm) : 100x100mm
Material : Brass
Finishing : Chrome

ECO ELITE 
1.8 / 3.0 
MDECOP01Q50-B
Size : 100 x100mm
Thickness : a=1.8mm 
Material : Stainless

Steel 304
Finishing : Brushed
Valve : Q50 Valve
Sieve : Stainless 

  Steel 304

MDP01Q50-B
Size : 100 x100mm
Thickness : a=3mm 
Material : Stainless

Steel 304
Finishing : Brushed
Valve : Q50 Valve
Sieve : Stainless

  Steel 304

MDP02Q50-B
Size : 100 x100mm
Thickness : a=1.8 mm 
Material : Stainless Steel 304 
Finishing : Brushed
Valve : Q50 Valve
Sieve : Stainless Steel 304

FLEX BOTTLE 
TRAP FOR
BASIN

1.

2.

3.

Reversible
Cover

a

a

MAGNETIC 
VALVE

Q50 TT
40 l/m

Q50 T
38 l/m

Q50
36 l/m

6cm+-8cm+-10cm+-

Valve : Q50 Valve
Sieve : Stainless 

Steel 304  

a

a

b

b

MDJX55x800Q50-B
Size : 55 x 800mm
Thickness : b=1.8 mm 
Material : Stainless Steel 304 
Finishing : Brushed
Valve : Q50 Valve
Sieve : Stainless Steel 304 
Inner Depth : b=21mm 

MD10001

MD10001 MDP02Q50-B

MD10002-2

M

f

m

AGNETIC SUSPENSION
Research & development, strength 
and precision machining capabili-
ties combined with "maglev“ 
technology has proven to perform 
beyond today’s conventional or 
available systems.

LOW RATE
Design of magdrain with maglev 
technology has proven and tested 
to be better in performance in 
terms of flow rate compared to 
other similar products available 
which has anti insects / odour 
functions.

AGNETIC FIELD ISOLATION 
TECHNOLOGY  
The egg-shaped design of the core 
isolates the magnetic field to 
create a levitation effect.

• Tile  Insert• Tile  Insert • Marble Insert• Marble Insert • Reversible Cover• Reversible Cover

PP Sieve
1piece

Magnetic 
Valve Q50

1piece

Size : ±(120x120)mm
  ±(100x100)mm

Material :  PP
Valve : Q50 Valve
Sieve : PP *Waterproof 

Glue

Outer Ring 
±(100)mm Dia.

1piece

100

Outer Ring 
±(120)mm Dia.

1piece

120

RETROFIT

MDQ50-DK
~ Without waterproof glue
*Project sales only.

*MDQ50-DKGlu
~ c/w waterproof glue


